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VORTEXERS 
 
MULTI-PULSE VORTEXER 
 
The cartridge design of Multi-Pulse Vortexer allows the user to switch the size of tubes to be mixed simply by changing the cartridge size,  
therefore, eliminating the need for extra racks. Cartridges can be used with capped or uncapped tubes. The blank cartridges allow the use of most  
standard tube racks. Each cartridge is constructed of chemical resistant foam. The unit easily adjusts for different height tubes. The contents of the  
tubes remain visible during mixing, and sample can be added to uncapped tubes without stopping the action. The drive base and upper section are  
powder coated for resistance to most acids and solvents. 
 
 

• variable speed 

• patented pulsing feature interrupts vortexing to join upper and lower  
strata for more thorough mixing. 60 to 80 pulses per minute 

• DC motor with filtered control for smoother operation and longer motor life  
 
 
 

 
  
 
 
 
 
Specifications 
Speed Range: 100 – 2,000rpm  
Size: 46.4cm x 17.8cm x 34.3cm   
Load weight capacity: 1.8kgs maximum     
        
      
               
Electrical:  
240V, CE Furnished with 2.5-meter cord and CEE 7/7 plug 
240V Furnished with 1.2-meter cord and locking connector 
Rating: 1.5A, 50/60Hz                
 
 
 
 
 
  
 

Each Multi-Pulse Vortexer includes two cartridges:  
    Test tubes 12-13 mm diameter (099A VC13100)  
    Test tubes 15-16 mm diameter (099A VC17150) 

                                Tubes not included 

 

 

 

 

Catalog 
Number  

240V 

Catalog  
Number 

240V CE 

Description  
Weight 
(kgs)  

099A VB424  
099A VB424CE 

 
Multi-Pulse Vortexer with two cartridges, 12-13 mm 

and 15-16 mm diameter. 
17.5  
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CARTRIDGES FOR MULTI-PULSE VORTEXER 

 

Catalog  
Number  

Vessel Size and Type Cartridge 
Capacity 

Weight 
(kgs)  

099A VC13100 Test tubes, 12-13 mm diameter 22 .4 

099A VC17150 Test tubes, 15-16 mm diameter 22 .4 

099A VC20150 Test tubes, 18-20 mm diameter 19 .4 

099A VC25300 Test tubes, 25 mm diameter 12 .4 

099A VC29135 Test tubes, 28-29 mm diameter 10 .4 

099A VC1000 Bottom and top, no holes, .64cm thick - .4 

099A VC9601 96 well plate 1 .4 

099A VC9602 96 well plate 2 .4 

099A VC12502 125 ml Erlenmeyer flask 2 .4 

099A VC25002 250 ml Erlenmeyer flask 2 .4 

099A VC1084 10 mm Eppendorf tube 84 .6 

099A VC1236 12 mm Cryo tube 36 .4 

Cartridges consist of a top and bottom cartridge 
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LARGE CAPACITY MIXER 
 

 
The versatility of Glas-Col's Large Capacity Mixer makes it a perfect choice for any laboratory. The unique design of this system allows for  
a variety of mixing applications to be handled with one unit. Whether you need gentle, orbital type shaking or more vigorous vortexing of a  
sample, the Large Capacity Mixer can fill both needs. The unit is also designed to handle a wide variety of vessels such as Erlenmeyer flasks.  
The interchangeable cartridge system allows the user to quickly switch from one type of vessel to another, or to mix more than one type of  
vessel at a time. Cartridges are made of chemical resistant foam and ABS plastic. 

• At the low end of the 100 – 2000 rpm speed range, the sample is mixed with a gentle, orbital motion. The high end of the range will mix the 
sample with a vigorous vortexing action.  

• Patented pulsing feature can be used to interrupt the mixing process, to join upper and lower strata, for more thorough mixing. 60 to 80 pulses 
per minute 

• DC motor, with filtered control, allows the Large Capacity Mixer to run smoothly and quietly, and prolongs the operating life of the unit.  

Specifications: 
Speed Range:  100 – 2,000 rpm. 
Size: 46.4cm x 30.5cm x 43.8cm   
Load weight capacity: 2.5kgs 

 
Electrical:  
240V, CE Furnished with 2.5-meter cord and CEE 7/7 plug  
240V Furnished with 1.2-meter cord and locking connector  
Rating: 1.5A, 50/60Hz 

 

 

 
 
  Rack of tubes not included 

 

 

 

Catalog Number  

240V 

Catalog Number 

240V CE 
Description  

Weight 
(kgs)  

099A LC1024  099A LC1024CE Large Capacity Mixer Base 35.0  
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Cartridges for Large Capacity Mixer 

 

 

 

 

 
 

 

 

Catalog  
Number  

Vessel Size and Type Cartridge 
Capacity 

Weight 
(kgs)  

099A LC1001 Top and bottom, no holes, 12.7cm thick  - .6 

099A VC9601 96 well plate 1 .4 

099A VC9602 96 well plate 2 .4 

099A LC9604 96 well plate 4 .6 

099A VC12502 125ml Erlenmeyer flask 2 .4 

099A LC12512 125ml Erlenmeyer flask 12 .6 

099A VC25002 250ml Erlenmeyer flask 2 .4 

099A LC25006 250ml Erlenmeyer flask 6 .6 

099A VC1084 10mm Eppendorf tube 84 .4 

099A VC1236 12mm Cryo tube 36 .4 
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VOLUMETRIC FLASK MIXER 
 
Used for preparing dilutions and standard solutions.  
 

• Aggressive mixing action allows for less mixing time.  

• Mixer needs less bench space.  

• Pulsing feature interrupts action for more thorough mixing. 60 to 80 pulses per minute 
 

 
Specifications 
Speed Range: 100-1,500rpm 
Size: 46.4cm x 30.5cm x 43.8cm 
Load Weight Capacity: 2.5kgs  
 
Electrical:  
240V, CE Furnished with 2.5-meter cord and CEE 7/7 plug  
240V Furnished with 1.2-meter cord and locking connector  
Rating: 1.5A, 50/60Hz 
 
 
 
 
 

 

 

 

 

 

 

 

 

                 Volumetric flasks not included 

 

 

Catalog Number 

240V 

Catalog Number 

240V CE 
Description 

Weight 
(kgs) 

099A LC1024050 099A LC1024050CE Volumetric Flask Mixer, holds (24) 50ml flasks 36.5 

099A LC1024100 099A LC1024100CE Volumetric Flask Mixer, holds (12) 100ml flasks 36.5 

099A LC1024250 099A LC1024250CE Volumetric Flask Mixer, holds (8) 250ml flasks 36.5 
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DIGITAL PULSE MIXER  

Glas-Col's Digital Pulse Mixer can perform high or low speed pulse vortexing/mixing for most applications. This unit can accommodate a wide variety of 
glassware, racks, well plates or reactor blocks for accurate, repeatable results. The microprocessor-based control technology allows for display of speed, 
multi-function timer, and pulse profiling. Using the USB communications port and available several units can be controlled through your personal computer.  

• Membrane switch user interface (4-button) 

• User selectable pulse profile  

• Heated top units heat up to 120C       

• Timer (Sec 1-60, Min 1-60, Hours 1-24)       

• Preset run times of 30, 60, 90, 120 seconds          

• Orbital offset .070"  

• Chemical resistant foam on top and drive plate  

                                                                                                                                                               

Specifications: 
Speed Range: 150-1500rpm 
Speed display resolution: 1.0rpm                                                                                       
Speed setting increment: 10rpm                                                                                          
Size: 40.6cm x 45.7cm x 22.9cm (to top of drive plate)  
Platform: 29.5cm x 36.2cm 
Load Weight Capacity: 5kgs                     
 
Electrical:                   shown with foam pad for EPA vials                                    
240V, CE Furnished with 2.5-meter cord and CEE 7/7 plug     rack and tubes not included    
240V Furnished with 1.2-meter cord and locking connector  
Rating: 3.0A, 50/60 Hz 

 

 

 

 
 
 

 
 
 
 
 

Cartridges for Digital Pulse Mixer 
 

 

 

 

 

 

 

 

 

 

 

  

 
Catalog 
 Number 

240V 

 

Catalog 
 Number 

240V CE 

Description 
Weight 
(kgs) 

099A DPM24 099A DPM24CE Digital Pulse Mixer base 36.5 

099A DPMH24 099A DPMH24CE Digital Pulse Mixer base, heated 36.5 

Catalog 
 Number 

Description 
Weight 
(kgs) 

099A VC4014 .6 foam pad for (14) 40ml EPA vials .6 

099A VC6014 .6 foam pad for (14) 60ml EPA vials .6 


